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Product Specification
™™ 120W

LED Area Flood Lighting

Applications
Parking Lot

Wall Pack
Roadway
Billboard

Certification
uL

FCC

TS

Description

Tailor Made Lighting Design.

Flexible Light Distribution to the Desired Area.
Cost Saving in Installation & Maintenance.

Specifications
Model Name T™™120
Power Consumption 120W

Correlated Color Temperature
Luminous Flux

Luminous Efficacy

LED Driving Current

Color Rendering Index

Light Distribution

LED Chip Manufacturer

5000K (3000K / 4000K / 6500K available)
Min. 11,400 Im

Min. 95 Im/W

66.7 mA

80 Ra

30° (Straight Position)

SAMSUNG

Input Voltage
Input Current
Power Factor
Frequency
Surge Protection
Driver Type

Fixture & Driver Manufacturer

100 - 277 Vac

Max 1.55A (@100Vac)

>0.9 at Max load

50/ 60 Hz

Line-Line 2KV, Line-FG 4KV
Constant Current (CC)
KMW INC. / Made in Korea

Size (WxLxH)
Weight (Driver included)

Body
Material Optic
Cover
Finish
IP Rating

Mounting Option

37.0 x 13.0 x 4.5 (inch) 939.2 x 330.6 x 113.8 (mm)
209 b 9.5 Kg

Cast Aluminum

Silver Coating Reflector

Tempered Glass 3.0T (Clear)

Powder Coating

P66

Swivel Bracket

Operating Temperature
Life Time

Warranty
Option

-22°F ~ 140°F
50,000 Hours (@77°F / 25°C)

-30°C ~ 60°C

5 Years (12 hours usage per day)

Control System

Wired (1-10V)

Photometry

See photometric .ies files for details.

W-cH M-90H

CD:0

7,000

14,000

21,000
28,000

35,000

\/ \ \500

42,000

VAO® 10° 20° 30°  40°

[ 5000K / Straight Position ]



GigaTera® Product Specification

beyond light

KMW INC. TM 1 20W

183-6, Yeongcheon-ro, Hwaseong-si, Gyeonggi-do, South Korea LED Area Flood Lighting
Tel : +82-31-370-8866 / E-Mail : ledsales@gigateraled.com / Homepage : www.gigateraled.com

Control System (Optional)

1-10V Wired Control
Factory Installed The maximum quantity at the time of group control is according to dimmer switch and actuator supply wattage
Ordering Information Order Code Usage : TM120-A50NDA15G 1
000 - 0] 00 00 000 00
Power Consumption Input Voltage CCT (K) Dimming Control AC Cable Length Fixture Color
™
040=40W A=100~277V 30=3000K BM=1-10V A15=1.5M G1=Gray Powder
060=60W B=100~240V 40=4000K ND=No Dimming A30=3.0M
080=80W 50=5000K
100=100W 65=6500K
120=120W
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