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LED Roadway Lighting KMW INC.  

183-6, Yeongcheon-ro, Hwaseong-si, Gyeonggi-do, South Korea 
Tel : +82-31-370-8866 / E-Mail : ledsales@gigateraled.com / Homepage : www.gigateraled.com 

	
  

 
 

 
 

Applications 
Industrial facility 

Parking lot 
Roadway 
Walkway 

Park 
 

Certification  
KC  

FCC 
 
 
 
 

 
 

Description 
With Excellent Anti-wind Load Performance, Minimizing Wind Load Stress 
Minimized Glare by Using 0.2W Package 
Excellent Light Distribution and Uniformity 

Specifications 
Model Name SL070 

Power Consumption 70W 

Light Source 0.2W Mid Power LED Chips 
Correlated Color Temperature 5000K (3000K / 4000K available) 

Luminous Flux Min. 6,650 lm 

Luminous Efficacy Min. 95 lm/W 

LED Driving Current 59.6 mA 

Color Rendering Index 80 Ra 

Light Distribution Type V 

BUG Rating B3 – UX – G2  (Backlight – Uplight – Glare) 

LED Chip Manufacturer LG 

Input Voltage 100 ~ 240 Vac 

Input Current Max 1.3A (@90Vac) 

Power Factor ≥0.9 at Max load 

Frequency 50 / 60 Hz 

Surge Protection Line-Line 2KV, Line-FG 4KV 

Driver Type Constant Current (CC) 

Driver Manufacturer KMW INC. / Made in Korea 

Size ( L x W x H ) 24.7 x 3.9 x 2.8 (inch) 627 x 100 x 70 (mm) 

Weight (Driver included) 6.0 lb 2.7 Kg 

Material 
Body Cast Aluminum 

Cover Poly Carbonate 2.0T (Clear) 

Finish Powder Coating 

IP Rating IP65 

Mounting Option Horizontal Tenon Mount 

Mount Hole Pipe Applied Ø1.69 inch Pipe Applied Ø42.8 mm 

Operating Temperature -22°F ~ 140°F -30°C ~ 60°C 

Life Time  50,000 Hours (@77°F / 25°C) 

Warranty 5 Years (12 hours usage per day) 

Option 

Control System None 
  

Photometry 

 
 

See photometric .ies files for details. 

 
[ 5000K / Type V] 
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Ordering Information  Order Code Usage : SL070-BT550G1 

SL 

OOO - O OO OO OO  

Power Consumption  Input Voltage Distribution Type CCT (K) Fixture Color  
 

050=50W 
070=70W 

 

  
B=100~240V 

 

 
T5=Type V 

 

 
30=3000K 
40=4000K 
50=5000K 

 
G1=Gray Powder 
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